HAMAMATSU | Fiber Output Laser Diode
PHOTON IS OUR BUSINESS L13181 series

BFeatures

eHigh power: 10 W

eHigh efficiency

¢0.15NA, 105 um fiber core

ePigtail (2 pin) with SMA (-01S) ?Z

M Applications
eDirect processing
ePumping source for fiber lasers and solid state lasers

eMedical

e Analysis Fw

B Outline /
This LD was achieved excellent characteristics both high ;

power and high electric-to-optical power conversion efficiency 4}95 R

with our unique device structures. In addition, we developed

long tern reliable fiber output packages. This LDs could be

used as for high brightness light sources in wide range of g{’
fields as material processing, pumping source for fiber lasers

and solid state lasers, medical, analysis.

B Absolute maximum ratings (except temperature item. T,,,=25 °C)

Parameter Symbol Value Unit
Output power Dt 11 W
LD forward current I 12 A
LD reverse voltage V. 2 \
Operating temperature ™ Topte) +5 to +35 °C
Storage temperature " T -40 to +85 °C

*1) Non condensing

B Characteristics (T,, = 25 °C)

Parameter Symbol Value Unit
Output power D 10 w
LD Operating current lop 11 (Typ.) A
Operating voltage Vop <2 \
Peak emission wavelength " e 915 +10 nm
Type - Multi mode -
) Core diameter 2 - 105 pm
Fiber -
NA ™ - 0.15 -
Covering diameter - $0.25 mm
*1) Contact us to ask other wavelength.
*2) MM-S105
*3) 125-15A equivalent
*4) UV cured

Information furnished by HAMAMATSU is believed to be reliable. However, no responsibility is assumed for possible inaccuracies or omissions.
Specifications are subject to change without notice. No patent rights are granted to any of the circuits described herein. ©2016 Hamamatsu Photonics K.K.



Fiber Output Laser Diode L13181 series

Figure 1: Radiant output power vs. Forward current (typ.) Figure 2: Operating voltage vs. Forward current (type.)
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Firure 3: Dimensional outline (unit:mm)
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